
Max.
Weight Distance 

(lb.) to Lamp 
(ft.)

MINI SQUARE BALLASTS 

20W Lamp, ANSI Code M156 Minimum Starting Temp -20ºC/-4ºF 

0.9 5

39W Lamp, ANSI Code M130/C130, Minimum Starting Temp. -20ºC/-4ºF

0.9 5

39W Mini MasterColor Lamp, CDM-Tm 35W/930, ANSI Code M179 Minimum Starting Temp -20ºC/-4ºF 

0.9 5

70W Lamp, ANSI Code M98 or M143 or M139, Minimum Starting Temp -20ºC/-4ºF 

0.9 5

Input
Volts

Wiring
Diag.

3

3

Certifications
Line

Catalog Number Current
(Amps)

Fig.

G

G

G

G

Lamp Data 

Number Watts

Max.
Case

Temp.

90ºC

90ºC

Input
Power
ANSI 

(Watts)

24 

46 

45 

0.2
✓ ✓

0.09

120 
1 20 

277 
US-MH39WE 

✓ ✓

✓ ✓

120 
1 39 

277 

0.39

0.18

0.39 46 
90ºC 3

0.17 45

120 
1 39 

277 

✓ ✓

✓ ✓

✓ ✓

✓ ✓

0.67 80 
90ºC 3

0.30 79 

120 
1 70 

277 

8-32 X ¼" MOUNTING STUDS 

MINI SQUARE BALLASTS 
HEIGHT 

MOUNTING 
WIDTH 

CASE LENGTH 
ASE WIDTH 

OVERALL LENGTH 

1.625" (40) Fig.G

HEIGHT 

CASE LENGTH 

OVERALL LENGTH 

CASE WIDTH 
MOUNTING 

WIDTH Fig.E

2.0" (50.8) 1.125" (27.5) 

MOUNTING LENGTH 

8-32 X ¼" MOUNTING STUDS 
Only applies to RMH-20-E 

2.0" (50.8) 
MOUNTING LENGTH 

Overall Case Case 
Length Length Width 

97mm 90mm 77mm
[3.8”] [3.5”] [3.0”] 

Case
Figure

G

Height 

30mm
[1.2”]

Height 

30mm
[1.2”]

Mounting Mounting
Length Width 

87mm 67mm
[3.4”] [2.6”]

Mounting Mounting
Length Width 

135mm 26mm
[5.3”] [1.0”]

TRAKSTICK BALLASTS
Case

Figure

E

Overall Case Case 
Length Length Width 

140mm 127mm 44mm
[5.5”] [5.0”] [1.7”] 

WHITE 

BLACK 

GREEN 

BALLAST CASE  
MUST BE GROUNDED 

Diag.3
Mini Square Ballasts 

BLUE

RED 

LAMP 

COM

120V - 277V 

BALLAST 
Ballast Hot Spot Location 
Hot spot locations differ with each ballast model and are designated on the 
individual ballast labels.  Consult ballast labels and ballast specification sheets 
for hot spot locations.

US-MH39WE 

US-MH39WE 

US-MH39WE 


